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State Changes Date Name

Drawn

Checked

Standard

Date Name
14/01/2019 U.T.

Treatment Scale

Material

Description

Tolleranza generali

UNI EN 22768-mK
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Codice
Code

Materiale
Material

Luminosa
Illuminated

N° vie
N° lines

Filetto
Thread size

Tubo alim. ø (mm)
Prod. line ø (mm)

SGN1CE
588 Vitreus ✓   1 5/8”       8

Specifiche e Opzioni
Ricircolo in plastica incluso.  
A richiesta ricircolo in rame o acciaio inox.  
Tubi prodotto in plastica, su richiesta tubi prodotti in 
acciaio inox in differenti diametri.  
Medaglione luminoso monofacciale LED integrato. 
Versione condensata su richiesta.  
Colori e personalizzazioni (anche per pomello) 
disponibili su richiesta (lotto minimo 50 pz.).  
Lente 3D/placca termoformata esclusa.

Specs and Options
Plastic recirculation included.  
Copper or stainless steel recirculation on demand. 
Product lines in plastic or stainless steel in different 
diameters on demand.  
LED illumination included.  
Available as condensate. Different colours and 
customization (also for handle) on request (min. order 
quantity 50 pcs.).  
3D Lens/Lens with flat thermoformed plate excluded. 
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